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3rriadcenter,sune3sollspsption Date & Time: OctObe.r 22. 1992 / 3:00 pm - 4:20 pm
sa* Lake citv' utah 84180-1203 

Date of I.ast Inspection: September 23. 1992801 -538-5340

Mine Name: Bear Canyon Mine County: Enery Permit Number: ACT/015/025
Permittee and/or Operator's Name: Co-Op Mining Company
Business Address: P.O. Box 1245. Huntington, Utah 84528
Type of Mining Activity: Underground_X _ Surface- Prep. Plant- Other-
State Officials(s): Ken Wyatt
Company Official(s): Charles Reynolds
Federal Official(s): None
Weather Conditions:
Existing Acreage: Permitted-1060 Disturbed-Jff Seeded-- Bonded-16
Increased/Decreased: Permitted-_ Disturbed Regraded Seeded-- Bonded--
Status: -Exploration/-Active/ Inactive/_Temporary Cessation/-Bond Forfeiture

Reclamation (-Phase I/_Phase Ill_Final Bond Release/-Liability v"*)

REVIEW OF PERMIT. PERFORMANCE STANDARDS & PERMIT CONDITION REOUIREMENTS
Instructions
1. Substantiate the elements on this inspection by checking the appropriate performance standald.

a. For completo inspections provide narrative justific*ion for any elements not fully inspected unless element is not
appropriate to the site, in which case check N/A.

b. For partial inspections check only the elements evaluated.
2. Document any noncompliance sihration by referencing the NOV issued at the appropriate performance standard listed below.
3. Reference any narratives written in conjunction with this inspection at the appropriate performance stardard listed below.
4. Provide a brief status report for all pending enforcement actions, purmit conditions, Division Orders, and amendments.

1. PERMITS, CHANGE, TRANSFER, RBNEWAL, SALE
2. SIGNS AND MARKERS
3. TOPSOL
4. HYDROLOGIC BALANCE:

DIVERSIONS
SEDIMENT PONDS AND IMPOUNDMENTS
OTHER SEDIMENT CONTROL MEASURES
WATER MONITORING
EFFLUENT LIMITATIONS

EXPLOSIVES
DISPOSAL OF EXCESS SPOL/FILLS/BENCHES
COAL MINE WASTE/REFUSE PILES/IMPOUNDMENTS
NONCOAL WASTE
PROTECTION OF FISH, WILDLIFE AND
RELATED ENVIRONMENTAL VALUES
SLIDES AND OTHER DAMAGE
CONTEMPORANEOUS RECLAMATION
BACKFILLING AND GRADING
REVEGETATION
SUBSIDENCE CONTROL
CESSATION OF OPERATIONS
ROADS:

a. CONSTRUCTION/MAINTENANCE/SURFACING
b. DRAINAGE CONTROLS

L7. OTHERTRANSPORTATION FACILITIES
I.8. SUPPORT FACILITIES/UTILITY INSTALLATIONS
19. AVS CHECK (4th Quarter-April, M"y, June)_(date)
20. AIR QUALITY PERMIT
2I. BONDING & INSURANCE

an equal opportunity employer



INSPECTION REFORT

(Continuation sheet)

PERMIT NUMBER: ACTl0l5l025

Page 2 of 2

DATE OF INSPECTION:October 22. 1992

(Comments are Numbered to Correspond with Topics Listed Above)

4a. HYDROLOGIC BALANCE: DIVER.SIONS
The undisturbed diversion around the upper material storage pad and the upper

portal pad was clean and unobstructed. The disturbed diversion above the middle pad
had received flow. The riprap lining has remained intact.

The culvert extension and diversion required as abatement to NOV N91-35-8-1
has been completed. The new drainage pattern flows from the undisturbed culvert off
of the cliffs above, onto the downcasi material below. From the top of the downcast
material a small ditch has been riprapped to the flexible culvert inlet. The culvert's inlet
has been grouted and the flexible culvert extended to the undisturbed culvert adjacent to
the coal stockpile pad. This change should separate the undisturbed flows from the
disturbed area flows.

4b. HYDROLTOGIC BALANCE: SEDIMEI'{T FONDS AIIID IMPOUNDMENTS
Mr. Reynolds indicated that 0.07 inches of precipitation fell at the Bear Canyon

Mine on October 2I, 1992. Additional rain began during this inspection but ceased prior
to the end of the inspection. Rain the past two days has generated runoff as evidenced
by water in pond A. The water level was well below the dischar1e point. The sediment
level was several feet below the cleanout marker. Pond B contained no water and the
sediment level was about 15 inches below the cleanout marker.

4c. HYDROT TOGIC BALANCE: OTIIER SEDIMENT CONTROL MEASURES
According to a July 7, L992, letter from Pam Grubaugh-Littig, approval was

given for Co-Op to remove several silt fences and a catch basin along the access road to
the upper portals. This letter specified that sediment controls could be removed but that
erosion control will be provided along these ditches.

4e. IIYDROLOGIC BALAIIICE: EFFLIIENTLIMITATIONS
According to Mr. Reynolds, The MSHA was requiring Co-Op to move several

of their underground sumps. This work was under way and therefore no mine water was
being discharged at this time.

Copy of this Report:
Mailed to: Bernie Freeman (OSM). Wendell Owen (Cp-Op)
Given to: Joe Helfrich (DOGM)

Inspector's signat ur"' (r^^ L'J , Jt- u, Date: october 26. 1992
(/


